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BP Products North America Inc.
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Warrenville, IL 60555

Installation Description:
BP Products North America — Sugar Creek Terminal is a petroleum products distribution

installation. The installation consists of 15 fixed and internal floating roof tanks storing
distillate fuels, gasoline and ethanol, as well as 10 fuel additive tanks, a remediation tank and

truck loading rack and unloading area.
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I.  Installation Description and Equipment Listing

INSTALLATION DESCRIPTION
BP Products North America — Sugar Creek Terminal is a petroleum products distribution installation. The
installation consists of 15 fixed and internal floating roof tanks storing fuel oil, JP-8 jet fuel, or gasoline, as well

as 9 fuel additive tanks, and tank loading and unloading racks.

Reported Air Pollutant Emissions, tons per year
Year Particulate Sulfur | Nitrogen Volatile Carbon Lead Hazardous
Matter Oxides Oxides Organic Monoxide (Pb) Air
< Ten Microns (80y) (NOy) | Compounds (CO) Pollutants
(PM-10) (VOC) (HAPs)!

2004 - - -- 28.58 -- -- --
2003 -- -- -- 27.28 -- -- --
2002 -- -~ -- 29.01 -- -- --
2001 - -- -- 32.72 -- -- --
2000 -- -- -- 33.02 -- -- --

"This installation does emit HAPs, however, they are reported as VOCs in the EIQ

EMISSION UNITS WITH LIMITATIONS
The following list provides a description of the equipment at this installation that emits air pollutants and is

identified as having unit-specific emission limitations.

Emission Unit # Description of Emission Unit

EU0010 4.54 Million-Gallon Distillate Fixed Roof Tank (EP 330)

EU0020 4.53 Million-Gallon Distillate Fixed Roof Tank (EP 331)

EU0030 4.54 Million-Gallon Distillate Fixed Roof Tank (EP 334)

EU0040 4.44 Million-Gallon Distillate Fixed Roof Tank (EP 335)

EU0050 0.64 Million-Gallon Distillate Fixed Roof Tank (EP 118)

EU0060 2.14 Million-Gallon Distillate Fixed Roof Tank (EP 339)

EU0070 1.87 Million-Gallon Ethanol/Gasoline/Distillate Domed External Floating Roof Tank (EP 115)
EU0080 0.63 Million-Gallon Ethanol/Gasoline/Distillate Internal Floating Roof Tank (EP 117)
EU0090 4.39 Million-Gallon Ethanol/Gasoline/Distillate Internal Floating Roof Tank (EP 332)
EU0100 4.39 Million-Gallon Ethanol/Gasoline/Distillate Domed External Floating Roof Tank (EP 333)
EUO0110 5.70 Million-Gallon Ethanol/Gasoline/Distillate Domed External Floating Roof Tank (EP 336)
EU0120 5.78 Million-Gallon Ethanol/Gasoline/Distillate Domed External Floating Roof Tank (EP 337)
EU0130 3.69 Million-Gallon Ethanol/Gasoline/Distillate Internal Floating Roof Tank (EP 338)
EU0140 3.69 Million-Gallon Ethanol/Gasoline/Distillate Internal Floating Roof Tank (EP 340)
EU0150 1.20 Million-Gallon Ethanol/Gasoline/Distillate Internal Floating Roof Tank (EP 351)
EU0160 Truck Loading Rack - Gasoline (EP LR1)

EMISSION UNITS WITHOUT LIMITATIONS
The following list provides a description of the equipment that does not have unit specific limitations at the time

of permit issuance.

Description of Emission Source

Nine (9) small additive tanks as follows:
Tank 1 22,800 Gallon Fuel Additive Vertical Fixed Roof Tank
Tank 3 22,800 Gallon Fuel Additive Vertical Fixed Roof Tank
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Tank 4 22,800 Gallon Fuel Additive Vertical Fixed Roof Tank
Tank 5 8,000 Gallon Fuel Additive Horizontal Tank
Tank 6 300 Gallon Fuel Additive Tote
Tank 7 1,000 Gallon Fuel Additive Horizontal Tank
Tank 10 300 Gallon Fuel Additive Tote
Tank 11 500 Gallon Fuel Additive Tote
Tank 299 22,800 Gallon Fuel Additive Vertical Fixed Roof Tank
Tank95R 39,561 Gallon Distillate Vertical Fixed Roof Tank
Truck Loading Rack - Distillate (EP LR2)
Truck Loading Rack - Interface (EP LR3)
Truck Loading Rack - JP-8 Jet Fuel (EP LR4)
Transport Truck Fugitive Emissions (EP TT)

DOCUMENTS INCORPORATED BY REFERENCE
The following documents have been incorporated by reference into this permit:
1. Construction Permit - #0894-031

2. Construction Permit - #1294-005
3. May 31, 2005 letter to Mr. Slawomir Szydlo, Missouri Department of Natural Resources, from Mr. Jeff

Piatt, Environmental Coordinator, BP Products North America, Inc., Re: BP Products North America —
Sugar Creek Terminal, Title V Operating Permit Renewal, Permit No. OP1999107.
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II.

Plant Wide Emission Limitations

The installation shall comply with each of the following emission limitations. Consult the appropriate sections
in the Code of Federal Regulations (CFR) and Code of State Regulations (CSR) for the full text of the

applicable requirements.

Permit Condition PW001

10 CSR 10-2.330
Control of Gasoline Reid Vapor Pressure

Emission Limitation:

1.

This installation shall not sell, dispense, supply, offer for sale, offer for supply, transport or exchange in
trade for use gasoline intended for final use in Clay, Platte and Jackson counties that exceeds the Reid
Vapor Pressure (RVP) limit of 7.0 psi during the time period from June 1 to September 15 of each year.
For gasoline blends having at least nine percent (9%) but not more than ten percent (10%) ethyl alcohol by
volume of the blended mixture, the RVP shall not exceed 8.0 psi during the time period from June 1 to
September 15 of each year.

Gasoline that exceeds the RVP limits will not violate this rule if the gasoline is separately stored, sealed,
clearly labeled and not used until it is in compliance with this rule. The label shall state that the gasoline is
prohibited by Missouri law from being sold, dispensed, supplied, offered for sale, offered for supply,
transported or exchanged in trade until the specific date that the gasoline shall be in compliance with this

rule.

Monitoring:

1.

When gasoline samples are taken, gasoline testing shall follow the procedures contained in "Tests for
Determining Reid Vapor Pressure (RVP) of Gasoline and Gasoline-Oxygenate Blends," 40 CFR, part 80,
Appendix E.

Gasoline sampling shall follow the procedures outlined in "Sampling Procedures for Fuel Volatility," 40
CFR part 80, Appendix D.

To determine compliance when field analysis indicates the RVP is between seven and zero-tenths (7.0) psi
and seven and three tenths (7.3) psi for conventional gasoline or between eight and zero-tenths (8.0) psi and
eight and three-tenths (8.3) psi for nine to ten percent (9% - 10%) ethyl alcohol blends, the Missouri
Department of Natural Resources will conduct additional testing. Additional testing shall include
independent analysis by three (3) separate laboratories of three (3) independent samples taken sequentially,
in accordance with sections (4) and (5) of this rule. If all of the measured RVP of the samples are above
seven and zero-tenths (7.0) psi for conventional gasoline or above eight and zero-tenths (8.0) psi for nine to
ten percent (9% - 10%) ethyl alcohol blends, the department may take enforcement action.

Recordkeeping:

L.

This installation shall maintain records of any RVP testing and test results produced during the time period
from June 1 to September 15 of each year. The installation shall be make these records available for review
or duplication immediately upon request from Department of Natural Resources’ personnel and city
personnel certified under section 643.140, RSMo.

Each bill of lading, invoice, loading ticket, delivery ticket and other document that accompanies a shipment
of gasoline (which includes gasoline blended with ethyl alcohol) shall contain a legible and conspicuous
statement that the RVP of the gasoline does not exceed seven and zero-tenths(7.0) psi, in accordance with
this rule for conventional gasoline, or that the RVP does not exceed eight and zero-tenths (8.0) psi for nine

to ten percent (9% - 10%) ethyl alcohol blends.
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. Each bill of lading, invoice, loading ticket, delivery ticket and other document that accompanies a shipment
of gasoline containing ethyl alcohol shall contain a legible and conspicuous statement that the percentage
concentration of ethyl alcohol is between nine percent and ten percent (9% - 10%).

. This installation shall keep records of each bill of lading, invoice, loading ticket, delivery ticket and other
document that accompanies a shipment of gasoline during the period from June 1 to September 15 of each
year. The installation shall make these records available for review or duplication immediately upon request

from Department of Natural Resources’ personnel and city personnel certified under section 643.140,

RSMo.
5. All records shall be retained on site for a minimum a five (5) years and shall be made available upon

request.

Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

Permit Condition PW002

10 CSR 10-6.060
Construction Permits Required
Air Pollution Control Program Construction Permit #0894-031

Restriction of Odors:

A Notice of Violation concerning the emission of odors will trigger the requirement for BP Products North
America to install air pollution controls sufficient to comply with Missouri State rule 10 CSR 10-2.070,

“Restriction of Emission of Odors”.

Permit Condition PW003

10 CSR 10-6.060
Construction Permits Required
Air Pollution Control Program Construction Permit #1294-005

Restriction of Odors:

If in the opinion of the director, a continuing situation of demonstrated nuisance odors exists for the neighbors

of the facility, the director may require BP Products North America to submit a corrective action plan adequate

to timely and significantly mitigate odors. BP Products North America shall implement any such plan
immediately upon its approval by the director. Failure to submit or implement such a plan shall be a violation

of Construction Permit #1294-005.
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Permit Condition PW004

10 CSR 10-6.065
Operating Permits
Voluntary Permit Condition

Operational Limitation:
The installation shall not exceed the following fuel throughputs during any consecutive twelve-month period:
1. Truck Loading Rack
a. 450,000,000 gallons of gasoline, ethanol, or gasoline/ethanol blends
b. 600,000,000 gallons of distillate
c. 60,000,000 gallons of interface
2. Storage Tanks
a. 2,000,000,000 gallons of gasoline, ethanol, or gasoline/ethanol blends
b. 1,250,000,000 gallons of distillate
c. 60,000,000 gallons of interface

Monitoring/Recordkeeping:
The installation shall record the volume of all fuel throughput for the truck loading rack and storage tanks on a

twelve-month rolling total basis. These records shall be maintained on-site for a minimum of five years and
must be made available to department staff upon request.

Reporting:
The permittee shall report to the Air Pollution Control Enforcement Section, P.O. Box 176, Jefferson City, MO

65101, no later than ten (10) days after any exceedance of the terms imposed by this regulation.
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III. Emission Unit Specific Emission Limitations

The installation shall comply with each of the following emission limitations. Consult the appropriate sections
in the Code of Federal Regulations (CFR) and Code of State Regulations (CSR) for the full text of the

applicable requirements.

EU0010 — EU0050
Fixed Roof Petroleum Storage Tanks

General Description: 4.54 Million Gallon Distillate, 1955
EIQ Reference # (2004): 330
General Description: 4.53 Million Gallon Distillate, 1955
EIQ Reference # (2004): 331
General Description: 4.54 Million Gallon Distillate, 1952
EIQ Reference # (2004): 334
General Description: 4.44 Million Gallon Distillate, 1952
EIQ Reference # (2004): 335
General Description: 0.64 Million Gallon Distillate, 1930
EIQ Reference # (2004): 118

Permit Condition EU0010-001 through EU0050-001

10 CSR 10-2.260
Control of Petroleum Liquid Storage, Loading and Transfer

Emission/Operational Limitations:
This installation shall not cause or permit the storage in any stationary storage tank of more than forty thousand

(40,000) gallons capacity of any petroleum liquid having a true vapor pressure of one and one-half pounds per
square inch absolute (1.5 psia) or greater at ninety degrees Fahrenheit (90°F), unless the storage tank is a
pressure tank capable of maintaining working pressures sufficient at all times to prevent volatile organic
compound (VOC) vapor or gas loss to the atmosphere, or has alternate means of air pollution control as may be
approved by the director.

Recordkeeping:
The installation shall maintain written records of:

1. Maintenance performed on the tanks (both routine and unscheduled),

2. All repairs made on the tanks,

3. Results of all tests performed on the tanks, and

4. The type and quantity of petroleum liquid stored in the tanks.

All records shall be retained on site for a minimum a five (5) years and shall be made available upon request.
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Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(I1I).

EU0060
Fixed Roof Petroleum Storage Tank
General Description: 2.14 Million Gallon Distillate, 1984
EIQ Reference # (2004): 339

Permit Condition EU0060-001

10 CSR 10-2.260
Control of Petroleum Liquid Storage, Loading and Transfer

Emission/Operational Limitations:

This installation shall not cause or permit the storage in any stationary storage tank of more than forty thousand
(40,000) gallons capacity of any petroleum liquid having a true vapor pressure of one and one-half pounds per
square inch absolute (1.5 psia) or greater at ninety degrees Fahrenheit (90°F), unless the storage tank is a
pressure tank capable of maintaining working pressures sufficient at all times to prevent volatile organic
compound (VOC) vapor or gas loss to the atmosphere, or has alternate means of air pollution control as may be
approved by the director.

Recordkeeping:
The installation shall maintain written records of:

1. Maintenance performed on the tanks (both routine and unscheduled),

2. All repairs made on the tanks,

3. Results of all tests performed on the tanks, and

4. The type and quantity of petroleum liquid stored in the tanks.

All records shall be retained on site for a minimum a five (5) years and shall be made available upon request.

Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(1II).
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Permit Condition EU0060-002
10 CSR 10-6.070
New Source Performance Regulations

40 CFR 60 Subpart Ka
Standards of Performance for Storage Vessels for Petroleum Liquids for Which Construction, Reconstruction

or Modification Commenced After May 18, 1978, and Prior to July 23, 1984.

Emission/Operational Limitations:
Should this storage vessel contain a petroleum liquid, which, as stored, has a true vapor pressure equal to or

greater than 10.3 kPa (1.5 psia), this installation shall equip the storage vessel with one of the following control

systems:

1. A vapor recovery system which collects all VOC vapors and gases discharged from the storage vessel, and a
vapor return or disposal system which is designed to process such VOC vapors and gases so as to reduce
their emission to the atmosphere by at least 95 percent by weight. [§60.112a(a)(3)]

2. [If, in the Administrator's judgment, an alternative means of emission limitation will achieve a reduction in
emissions at least equivalent to the reduction in emissions achieved by any requirement in §60.112a, the
Administrator will publish in the Federal Register a notice permitting the use of the alternative means for
purposes of compliance with that requirement.[ §60.114a(a)]

Monitoring/Recordkeeping:
When a petroleum liquid (as defined in 40 CFR §60.111a(b)) is stored in this tank, the installation shall perform

the following monitoring and recordkeeping:

1. The installation shall maintain a record of the petroleum liquid stored, the period of storage, and the
maximum true vapor pressure of that liquid during the respective storage period. [§60.115a(a)]

2. If the stored product is not a petroleum liquid, the installation shall keep a record of each product stored and
the dates on which each products was stored.

3. The installation may determine the maximum true vapor pressure using the methods described in
§60.115a(b) and (c).

4. Storage vessels storing a petroleum liquid with a Reid vapor pressure of less than 6.9 kPa (1.0 psia)
provided the maximum true vapor pressure does not exceed 6.9 kPa (1.0 psia) are exempt from the above
monitoring/recordkeeping requirements. [§60.115a(d)(1)]

All records shall be retained on site for a minimum a five (5) years and shall be made available upon request.

Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(III).
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EU0070 - EU0120
Internal Floating Roof Petroleum Storage Tanks

General Description: 1.87 Million Gallon Ethanol/Gasoline/Distillate, 1920 (Domed External
Floating Roof)

EIQ Reference # (2004): 115

General Description: 0.63 Million Gallon Ethanol/Gasoline/Distillate, 1930 (Internal Floating
Roof)

EIQ Reference # (2004): 117

General Description: 4.39 Million Gallon Gasoline/Distillate, 1952 (Internal Floating Roof)

EIQ Reference # (2004): 332

General Description: 4.39 Million Gallon Ethanol/Gasoline/Distillate, 1952 (Domed External
Floating Roof)

EIQ Reference # (2004): 333

General Description: 5.70 Million Gallon Ethanol/Gasoline/Distillate, 1969 (Domed External
Floating Roof)

EIQ Reference # (2004): 336

General Description: 1.20 Million Gallon Ethanol/Gasoline/Distillate, 1969 (Domed External
Floating Roof)

EIQ Reference # (2004): 337

Permit Condition EU0070-001 through EU0120-001
10 CSR 10-2.260
Control of Petroleum Liquid Storage, Loading and Transfer

Emission/Operational Limitations:

This installation shall not cause or permit the storage in any stationary storage tank of more than forty thousand
(40,000) gallons capacity of any petroleum liquid having a true vapor pressure of one and one-half pounds per
square inch absolute (1.5 psia) or greater at ninety degrees Fahrenheit (90°F), unless the storage tank is a
pressure tank capable of maintaining working pressures sufficient at all times to prevent volatile organic
compound (VOC) vapor or gas loss to the atmosphere or is equipped with one of the following vapor loss
control devices:

1. A floating roof, consisting of a pontoon type, double-deck type or internal floating cover, or external
floating cover, that rests on the surface of the liquid contents and is equipped with a closure seal to close the
space between the roof edge and tank wall.

2. Other equipment or means of equal efficiency for purposes of air pollution control as may be approved by
the director.
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Recordkeeping:
The installation shall maintain written records of:

1.

Maintenance performed on the tanks (both routine and unscheduled),

2. All repairs made on the tanks,

3. Results of all tests performed on the tanks, and

4. The type and quantity of petroleum liquid stored in the tanks.

All records shall be retained on site for a minimum a five (5) years and shall be made available upon request.

Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(1II).

EU0130 - EU0150
Internal Floating Roof Petroleum Storage Tanks

General Description: 3.69 Million Gallon Ethanol/Gasoline/Distillate, 1984
EIQ Reference # (2004): 338
General Description: 3.69 Million Gallon Ethanol/Gasoline/Distillate, 1984
EIQ Reference # (2004): 340
General Description: 1.20 Million Gallon Ethanol/Gasoline/Distillate, 1983
EIQ Reference # (2004): 351

Permit Condition EU0130-001 through EU0150-001

10 CSR 10-2.260
Control of Petroleum Liquid Storage, Loading and Transfer

Emission/Operational Limitations:

This installation shall not cause or permit the storage in any stationary storage tank of more than forty thousand
(40,000) gallons capacity of any petroleum liquid having a true vapor pressure of one and one-half pounds per
square inch absolute (1.5 psia) or greater at ninety degrees Fahrenheit (90°F), unless the storage tank is a
pressure tank capable of maintaining working pressures sufficient at all times to prevent volatile organic
compound (VOC) vapor or gas loss to the atmosphere or is equipped with one of the following vapor loss

control devices:

1.

A floating roof, consisting of a pontoon type, double-deck type or internal floating cover, that rests on the
surface of the liquid contents and is equipped with a closure seal to close the space between the roof edge

and tank wall.

2. Other equipment or means of equal efficiency for purposes of air pollution control as may be approved by

the director.

Recordkeeping:
The installation shall maintain written records of:

1.

Maintenance performed on the tanks (both routine and unscheduled),

2. All repairs made on the tanks,




BP Products North America — Sugar Creek Terminal 13
Installation ID: 095-0002 Project No. 2004-02-048

3. Results of all tests performed on the tanks, and
4. The type and quantity of petroleum liquid stored in the tanks.

All records shall be retained on site for a minimum a five (5) years and shall be made available upon request.

Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

Permit Condition EU0130-002 through EU0150-002
10 CSR 10-6.070
New Source Performance Regulations

40 CFR 60 Subpart Ka
Standards of Performance for Storage Vessels for Petroleum Liquids for Which Construction, Reconstruction

or Modification Commenced After May 18, 1978, and Prior to July 23, 1984.

Emission/Operational Limitations:

This installation shall equip the storage vessel with one of the following control systems:

1. A fixed roof with an internal floating type cover equipped with a continuous closure device between the
tank wall and the cover edge. [§60.112a(a)(2)]

a. The cover is to be floating at all times except during initial fill and with the tank is completely emptied
and refilled. [§60.112a(a)(2)]

b. Each opening in the cover except for automatic bleeder vents and the rim space vents is to provide a
projection below the liquid surface. Each opening in the cover except for automatic bleeder vents, rim
space vents, stub drains and leg sleeves is to be equipped with a cover, seal, or lid which is to be
maintained in a closed position at all times (i.e., no visible gap) except when the device is in actual use.
Automatic bleeder vents are to be closed at all times when the cover is floating except when the cover is
being floated off or is being landed on the leg supports. Rim vents are to be set to open only when the
cover is being floated off the leg supports or at the manufacturer's recommended setting.
[§60.112a(a)(2)]

2. If, in the Administrator's judgment, an alternative means of emission limitation will achieve a reduction in
emissions at least equivalent to the reduction in emissions achieved by any requirement in §60.112a, the
Administrator will publish in the Federal Register a notice permitting the use of the alternative means for
purposes of compliance with that requirement. [§60.114a(a)]

Monitoring/Recordkeeping:
When a petroleum liquid (as defined in 40 CFR §60.111a(b)) is stored in this tank, the installation shall perform

the following monitoring and recordkeeping:

1. The installation shall maintain a record of the petroleum liquid stored, the period of storage, and the
maximum true vapor pressure of that liquid during the respective storage period. [§60.115a(a)]

2. If the stored product is not a petroleum liquid, the installation shall keep a record of each product stored and
the dates on which each products was stored.

3. The installation may determine the maximum true vapor pressure using the methods described in

§60.115a(b) and (c).
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4. Storage vessels storing a petroleum liquid with a Reid vapor pressure of less than 6.9 kPa (1.0 psia)
provided the maximum true vapor pressure does not exceed 6.9 kPa (1.0 psia) are exempt from the above
monitoring/recordkeeping requirements. [§60.115a(d)(1)]

All records shall be retained on site for a minimum a five (5) years and shall be made available upon request.

Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

EU0160
Truck Loading Rack

General Description: Truck Loading Rack - Gasoline, 1980
EIQ Reference # (2004): LR1

Permit Condition EU0160-001

10 CSR 10-2.260
Control of Petroleum Liquid Storage, Loading and Transfer

Emission/Operational Limitations:
1. This installation shall not cause or permit the loading of gasoline into any delivery vessel from any loading

installation unless the loading installation is equipped with a vapor recovery system or its equivalent. This

system or system equivalent shall be approved by the director and the delivery vessel shall be in compliance

with 10 CSR 10-2.260(3)(D).

2. Loading shall be accomplished in a manner that the displaced vapors and air will be vented only to the
vapor recovery system. Measures shall be taken to prevent liquid drainage from the loading device when it
is not in use or to accomplish complete drainage before the loading device is disconnected. The vapor
disposal portion of the vapor recovery system shall consist of one of the following:

a. An adsorber system, condensation system, incinerator or equivalent vapor disposal system that processes
the vapors and gases from the equipment being controlled and limits the discharge of VOC into the
atmosphere to ten (10) milligrams of VOC vapor per liter of gasoline loaded;

b. . A vapor handling system that directs the vapor to a fuel gas system; or

c. Other equipment of equal to or greater efficiency as approved by the director.

Monitoring:
1. The gasoline loading equipment shall be designed and operated in a manner that prevents:

a. Gauge pressure from exceeding four thousand five hundred (4,500) pascals (eighteen inches (18”) of
H,0) in the delivery vessel;

b. A reading equal to or greater than one hundred percent (100%) of the lower explosive limit (LEL,
measured as propane) at two and one half (2.5) centimeters from all points on the perimeter of a
potential leak source when measured by a method referenced in 10 CSR 10-6.030(14)(E) during loading
or transfer operations; and

c. Visible leaks during loading or transfer operation.
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2. The installation shall repair and retest within fifteen (15) days, a vapor recovery system that exceeds these
limits.

3. The gasoline loading rack and vapor recovery system shall be checked for visible leaks at least once per
month.

Recordkeeping:
The installation shall keep the following records onsite to be presented upon request:

1. Quantity of delivery vessels loaded and their owners,

2. Routine and unscheduled maintenance and repairs and all tests conducted (Attachment A or an equivalent
form shall be used to record this information),

3. Observations of visible leaks,

4. Exceedances of the delivery vessel gauge pressure, and

5. Exceedances of the LEL limitation.

Records 3-5 shall include the date and duration of the occurrence and a description of any corrective action

taken (Attachment B or an equivalent form shall be used to record this information). All records shall be

retained on site for a minimum a five (5) years and shall be made available upon request.

Reporting:
The permittee shall report any deviations/exceedances of this permit condition to the Air Pollution Control

Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, no later than the semi-annual
monitoring report and annual compliance certification, as required by 10 CSR 10-6.065(6)(C)1.C.(11I).
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IV. Core Permit Requirements

The installation shall comply with each of the following emission limitations. Consult the appropriate sections
in the Code of Federal Regulations (CFR) and Code of State Regulations (CSR) for the full text of the

applicable requirements.

Start-up, Shutdown and Malfunction Conditions
10 CSR 10-6.050

1.

In the event of a malfunction, which results in excess emissions that exceed one hour, the permittee shall

submit to the director within two business days in writing the following information:

a) Name and location of installation;

b) Name and telephone number of person responsible for the installation;

c) Name of the person who first discovered the malfunction and precise time and date that the malfunction
was discovered.

d) Identity of the equipment causing the excess emissions;

e) Time and duration of the period of excess emissions;

f) Cause of the excess emissions;

g) Air pollutants involved;

h) Best estimate of the magnitude of the excess emissions expressed in the units of the applicable
requirement and the operating data and calculations used in estimating the magnitude;

i) Measures taken to mitigate the extent and duration of the excess emissions; and

j) Measures taken to remedy the situation that caused the excess emissions and the measures taken or
planned to prevent the recurrence of these situations.

The permittee shall submit the paragraph (a.) information list to the director in writing at least ten days prior

to any maintenance, start-up or shutdown, which is expected to cause an excessive release of emissions that

exceed one hour. If notice of the event cannot be given ten days prior to the planned occurrence, it shall be

given as soon as practicable prior to the release. If an unplanned excess release of emissions exceeding one

hour occurs during maintenance, start-up or shutdown, the director shall be notified verbally as soon as

practical during normal working hours and no later than the close of business of the following working day.

A written notice shall follow within ten working days.

Upon receipt of a notice of excess emissions issued by an agency holding a certificate of authority under

section 643.140, RSMo, the permittee may provide information showing that the excess emissions were the

consequence of a malfunction, start-up or shutdown. The information, at a minimum, should be the

paragraph (a.) list and shall be submitted not later than 15 days after receipt of the notice of excess

emissions. Based upon information submitted by the permittee or any other pertinent information available,

the director or the commission shall make a determination whether the excess emissions constitute a

malfunction, start-up or shutdown and whether the nature, extent and duration of the excess emissions

warrant enforcement action under section 643.080 or 643.151, RSMo.

Nothing in this rule shall be construed to limit the authority of the director or commission to take

appropriate action, under sections 643.080, 643.090 and 643.151, RSMo to enforce the provisions of the Air

Conservation Law and the corresponding rule.

Compliance with this rule does not automatically absolve the permittee of liability for the excess emissions

reported.




BP Products North America — Sugar Creek Terminal 17
Installation ID: 095-0002 Project No. 2004-02-048

Construction Permits Required
10 CSR 10-6.060

The permittee shall not commence construction, modification, or major modification of any installation subject
to this rule, begin operation after that construction, modification, or major modification, or begin operation of
any installation which has been shut down longer than five years without first obtaining a permit from the
permitting authority.

Operating Permits
10 CSR 10-6.065

The permittee shall file for renewal of this operating permit no sooner than eighteen months, nor later than six
months, prior to the expiration date of this operating permit. The permittee shall retain the most current
operating permit issued to this installation on-site and shall immediately make such permit available to any
Missouri Department of Natural Resources personnel upon request.

Submission of Emission Data, Emission Fees and Process Information
10 CSR 10-6.110

1. The permittee shall complete and submit an Emission Inventory Questionnaire (EIQ) in accordance with the
requirements outlined in this rule.

2. The permittee shall pay an annual emission fee per ton of regulated air pollutant emitted according to the
schedule in the rule. This fee is an emission fee assessed under authority of RSMo. 643.079 to satisfy the
requirements of the Federal Clean Air Act, Title V.

3. The fees shall be due April 1 each year for emissions produced during the previous calendar year. The fees
shall be payable to the Department of Natural Resources and shall be accompanied by the Emissions
Inventory Questionnaire (EIQ) form or equivalent approved by the director.

Controlling Emissions During Episodes of High Air Pollution Potential
10 CSR 10-6.130

This rule specifies the conditions that establish an air pollution alert (yellow/orange/red/purple), or emergency
(maroon) and the associated procedures and emission reduction objectives for dealing with each. The permittee

shall submit an appropriate emergency plan if required by the Director.

Circumvention
10 CSR 10-6.150

The permittee shall not cause or permit the installation or use of any device or any other means which, without
resulting in reduction in the total amount of air contaminant emitted, conceals or dilutes an emission or air
contaminant which violates a rule of the Missouri Air Conservation Commission.

Restriction of Particulate Matter to the Ambient Air Beyond the Premises of Origin

10 CSR 10-6.170

1. The permittee shall not cause or allow to occur any handling, transporting or storing of any material;
construction, repair, cleaning or demolition of a building or its appurtenances; construction or use of a road,
driveway or open area; or operation of a commercial or industrial installation without applying reasonable
measures as may be required to prevent, or in a manner which allows or may allow, fugitive particulate
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matter emissions to go beyond the premises of origin in quantities that the particulate matter may be found
on surfaces beyond the property line or origin. The nature or origin of the particulate matter shall be
determined to a reasonable degree of certainty by a technique proven to be accurate and approved by the

director;
The permittee shall not cause nor allow any fugitive particulate matter emissions to remain visible in the

ambient air beyond the property line of origin.
Should it be determined that noncompliance has occurred, the director may require reasonable control

measures as may be necessary.

Measurement of Emissions of Air Contaminants
10 CSR 10-6.180

1.

The director may require any person responsible for the source of emission of air contaminants to make or
have made tests to determine the quantity or nature, or both, of emission of air contaminants from the
source. The director may specify testing methods to be used in accordance with good professional practice.
The director may observe the testing. All tests shall be performed by qualified personnel.

The director may conduct tests of emissions of air contaminants from any source. Upon request of the
director, the person responsible for the source to be tested shall provide necessary ports in stacks or ducts
and other safe and proper sampling and testing facilities, exclusive of instruments and sensing devices as
may be necessary for proper determination of the emission of air contaminants.

The director shall be given a copy of the test results in writing and signed by the person responsible for the

tests.

Open Burning Restrictions
10 CSR 10-3.030

1.

2.

The permittee shall not conduct, cause, permit or allow a salvage operation, the disposal of trade wastes or

burning of refuse by open burning,.

Exception - Open burning of trade waste or vegetation may be permitted only when it can be shown that

open burning is the only feasible method of disposal or an emergency exists which requires open burning.

Any person intending to engage in open burning shall file a request to do so with the director. The request

shall include the following:

a) The name, address and telephone number of the person submitting the application; The type of business
or activity involved; A description of the proposed equipment and operating practices, the type, quantity
and composition of trade wastes and expected composition and amount of air contaminants to be
released to the atmosphere where known;

b) The schedule of burning operations;

¢) The exact location where open burning will be used to dispose of the trade wastes;

d) Reasons why no method other than open burning is feasible; and

e) Evidence that the proposed open burning has been approved by the fire control authority which has
jurisdiction.

Upon approval of the open burning permit application by the director, the person may proceed with the

operation under the terms of the open burning permit. Be aware that such approval shall not exempt the

Maitland Compressor Station from the provisions of any other law, ordinance or regulation.

The permittee shall maintain files with letters from the director approving the open burning operation and

previous DNR inspection reports.




BP Products North America — Sugar Creek Terminal 19
Installation ID: 095-0002 Project No. 2004-02-048

Restriction of Emission of Odors
10 CSR 10-3.090

No person may cause, permit or allow the emission of odorous matter in concentrations and frequencies or for
durations that odor can be perceived when one volume of odorous air is diluted with seven volumes of odor-free
air for two separate trials not less than 15 minutes apart within the period of one hour.

This requirement is not federally enforceable.

Alternate Emission Limits
10 CSR 10-6.100

Proposals for alternate emission limitations shall be submitted on Alternate Emission Limits Permit forms
provided by the department. An installation owner or operator must obtain an Alternate Emission Limits Permit
in accordance with 10 CSR 10-6.100 before alternate emission limits may become effective.

Emission Standards for Hazardous Air Pollutants
10 CSR 10-6.080

National Emission Standard for Asbestos

40 CFR Part 61 Subpart M

1. The permittee shall follow the procedures and requirements of 40 CFR Part 61, Subpart M for an